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2 Claires. 
1 
This invention relates to golf bag supports 
and the objects of the invention are: 
.1. To provide a very light-weight reversible 
ground-penetrating support so mounted as to 
provide firm lateral support for the foot plate 
well. above and below the saine. 
2. To construct the device so that the foot 
plate may be always free to be turned into the 
desired position without loosening any of the 
associated parts. 
3. To provide a construction wherein none of 
the threaded areas of the device are exposed to 
fouling by sand. 
4. To provide a reversible spike-rod so that 
when either end of it is exposed, it Will be lateral- 
ly firmly supported by the associated elements. 
The article comprises a tubular support ex- 
ternally threaded at its lower end; an internally 
threaded sleeve on said support externally pro- 
vided midway its length with a fiange; a foot- 
plate on the lower end of said support provided 
with a hole through which the portion of the 
said sleeve below its fiange, passes, and further 
provided with a depending fiange spaced apart 
from a socket interna]]y threaded from about 
midway its length to the counterbored part of 
the top thereof which receives the part of said 
sleeve below its fiange, the lower portion of said 
socket being unthreaded and internally provided 
with an internal shoulder or fiange, the said 
socket adapted to receive the threaded end of said 
tubular support below said counter bore; a re- 
versible spike-rod having a head of greater di- 
ameter than the spike. This head is of uniform 
diameter above and below a fiange located nearer 
one end thereof, the diameter of said flange 
is uniform tlu'oughout its length and greater 
than the diameter of the head. This fiange is 
adapted to be seated on the internal shoulder 
or flange of said sleeve when the head is wholly 
or partly housed within said socket. 
The head of the spike rod is of uniform di- 
ameter above and below its flange, and it bas 
clearance with the threaded portion of the tubu- 
lar support when housed therein and bas close 
sliding contact with said socket below the 
shoulder or fiange thereof. The fiange on the 
head also bas close sliding contact with the 
unthreaded portion of said socket above said 
shoulder or fiange. This construction positive- 
ly prevents the entry of sand into said socket. 
This is important. 
To reverse the position bf the spike rod the 
socket is unscrewed from the tubular support 
thus permitting the rod to. be withdrawn. The 
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2 
clearance this socket bas with the flange of the 
foot plate promotes the ready removal and re- 
placing of said socket. 
Fig. 1 is a side elevation of the support show- 
5 ing a golf.bag associated therewith. 
Fig. 2 is a vertical central section through 
the supporting means for the spike-rod and part 
of the tubular support. 
Fig. 3 is a view similar to Fig. 2, except that 
10 the spike-rod is shown in reverse position. 
In the drawings like characters of reference 
refer to the same parts. 
The article embraces a tubular support 2 ex- 
ternally threaded, af its lower en. On the upper 
15 end of said support is adjustably carried a hook 
3, designed to extend longitudinally of the sup- 
port 2, into the top of the golf bag 4 fo clamp 
theupper part of this latter to said support. 
This Construction bas no novelty. At the lower 
20 end of the support 2 is a foot plate 5. Extend- 
ing into said support, at its lower end, is a spike- 
rod 6. 
The construction for combining the foot-plate 
, and spike-rod 6, with the lower end of the 
25 support 2, is in the form of an internally 
threaded sleeve J}, which is mounted on the 
lower end of said support. The foot-plate 
is provided with a hole J2, by means of which if 
is mounted on the sleeve 6, below its flange 
30 I' vhich fiange bas clearance with said foot 
plate. Threaded on the lower end of said sup- 
port is a socket 3, the upper end of which is 
counter-bored to receive the part of the sleeve 
J6, below the hole 2. The spike-rod 6, is pro- 
35 vided with a head 4 which is of greater 
ameter than the rest of the spike rod. This head 
has sliding contact within the support 2. Near 
the inner end of the head 4, is an external 
flange 6, which seats (Fig. 2) against the 
4o ternal shoulder J6 formed in the unthreaded 
internal lower portion, of the socket 3 and bas 
sliding contact with this unthreaded portion. 
The portions of the head 4 above and below 
the fiange 6, as well as this fiange bave slidlng 
45 contact with said unthreaded lower portion in 
either position of the spike rod (Figs. 2 and 
and as a result no sand can enter into the socket 
3.-When the spike-rod 6, bas been reversed 
in position the other end of said flange J6 (Fig. 
5O 3) seats a-gainst said shoulder 6. Thus, in any 
position said spike-rod is firmly clamped in place. 
The foot plate 5, is provided with a depend- 
ing flange 2, which is spaced apart at 22, from 
the socket 6. This fiange, though hot essential, 
55 srengthens the foot plate and permits 0£ the 
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ready removal of said socket when the spike rod 
is tobe reversed in position without interference 
from the foot plate. The space 22 is shown 
exaggerated in Figs. 2 and 3. 
The counterbore at the top of the socket 13 
provides a shoulder which abuts against the 
bottom of the sleeve II, thus preventing the 
jamming of the foot, plate 5» surouding ts. 
bottom of. said slëbve, between th flash.ge., ! 2 a nd 
the top of the socket 13, thus permitting of 
the free movement oî said foot plate around the 
support 2. 
Suitable means may be carried by the support 
2, to couple the golf bag to the _supp0..The 
preferred means for this pur]5ose cns:s of 
straps 18, provided with bUcles (-i0t sh0Wn7 
which adjustably embrace said bag at in.frais. 
Slidably carried by the lower strap 18 is a. 
porting loop 19, which goes underneath' tse 
thus giving.the botm .thereof some protection. 
The._flang ]5, proFidë a Shlde.  
aës the lower end Of support 2, when the 
parts are in.the position sh"on n gs/. 2 Ud 3. 
Te ubular supp0t 2, exterïS we!l above and 
below th e f00t pláe,  .a. tgeth:e Vittl,.the  
sl¢e ,ïS, and. the s0cket i the foot ple .is 
given flrm lateral Support ,so that if may carry 
any strin ,exerted .theregai t bY f6ot prs= 
sure Without ,distorting alïy of .the parts de= 
scribed.. 0 interfçre..with .t!e ffee removaI and 
replacement of the spike rod. 
I claire: . . , 
1. An article of the ClSS. described comprising 
a.tUbular support externally threaded at its 
lower end; a sle¢ mounted n saià lïver nd 
and provided with an exteal .flange about 
mtdway ifs lenth; a foot platerotaablF mounted 
on the lower end of said sl.eeve .ad..lpcte.d un- 
dërthe said externaloflange; a soçket. interna! 
1 threadeI far enouh to receive the lower 
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threaded portion of said tubular support and 
adapted to contact the underside of said foot 
plate easily when mounted on said support, the 
inner side of said upper end of said socket 
5 ing counterbored to receive the lower end of 
said sleeve extending below said foot plate, the 
lower internal portion of said socket below the 
thr.eaded part thereof through fo its lower end, 
6èin pie arl proVidèd With n, internal 
10 sl0ïflder Iocatbd Well above said lowèr' end; a 
reversible spike rod having a head of unlform 
liameter above and below the flange carried 
thereby and of greater diameter than the spike, 
the said flange being of uniform but greater 
lï dïameter than the rest of the said head and 
loated near.one end of the said head, the said 
s0cke adapted tobe placed on said spike rod 
to bring its shoulder against the under side of 
the flàngè on the said head and the upper side 
20 of said head flange into contact with the bottom 
of Said Support as said s0ckbt is being plced 
on.said tubular SUpport. 
2. Thé c6mbinati0n as set forth in cialm 1, 
characterized in tha the foot plate bas  de 
2= lënding flangë adapted to be m0unted t0 Sur 
round the upper portion of sgid Socket and spgced 
apart tlerefr0m. 
DOUGIS S. WELISS. 
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